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GenII transmitter for air velocity measurement
S P E C I A L I S T D ATA L O G G E R S
The GS41AV(24V) transmitter is designed for use
with the E plus E series of air velocity sensors, types
EE660 or EE576. Highly accurate readings can be
achieved down to 0m/S. The combination has proved
ideal where air laminar flow in ducted heating / ventilation systems in domestic or industrial installations
needs to be monitored.
For use with the Eltek GenII telemetry monitoring system, WSR Wireless Sensor Receiver system and RC250
telemetry receiver system.

Key Features

EplusE EE576

The E plus E sensor head uses a field proven hot-film element to
measure velocity by detecting the change in temperature as air
moves past it, cooling the element. This technique means the
sensor is less sensitive to dust and dirt, giving very stable results.
An alignment strip along the probe’s tube allows the user to set a
measured probe depth during mounting in a pipe or duct. This
provides a method for repeatedly mounting probes to an accurate
known depth.

GS-41AV(24V)

The value logged is the rolling averaged value over a three minute
cycle, meaning that transient values or deviations from the norm
to Tx
are not lost when logging.

air flow
Diagram showing mounting in air duct

Specification
EE576
EE660
Measuring range: 0 - 2 m/s (0 - 400ft/min)
Measuring range: 0-2 m/s (0-400ft/min)
0 - 1 m/s (0 - 200ft/min)
0-1m/s (0-200ft/min)
Response time: t90: typ. 4 sec (at 1m/s (200ft/min)
Response time: typ. 4 sec or typ. 1 sec
Outputs:
0 - 10V
(at constant temperature)
Accuracy:
0.2 - 1m/s (40 - 200ft/min):
Outputs:
0 - 10V
±(0.05m/s / 10ft/min +2% of MV)
Accuracy:
0.15 - 1m/s (30-200ft/min):
0.2 - 2m/s (40 - 400ft/min):
±(0.04m/s / 7.9ft/min+ 2% of MV)
±(0.08m/s / 16ft/min +4% of MV)
0.15 - 2m/s (30-400ft/min):
±(0.06m/s / 11.8ft/min + 2% of MV)
Supply:
19 - 29V DC or Eltek power supply MP24U
Supply:
19-29V AC/DC or Eltek MP24U
Temp range:
-20°C to +60°C
Temp range:
-25°C to +50°C
GS-41AV(24V)
Compliant to EN200-220-1
Operating frequency:
434.225Mhz (other frequencies available)
Battery type:
6 x field replaceable AA alkaline
Specialist Data Loggers
Environment rating:
IP40
Eltek Ltd, 35 Barton Road, Haslingfield
Temp range:
-10°C to +50°C
Cambridge, CB23 1LL, England
Accessories:
MP24U (power supply)
Tel: +44 (0) 1223 872111
Fax: +44 (0) 1223 872521
LC41AV-576 or LC41AV-660 (interface cables)
Guarantee: Equipment manufactured by Eltek is guaranteed against faulty materials or workmanship for three years.
For repairs carried out under guarantee, no charge is made for labour, materials or return carriage.

email: sales@eltekdataloggers.co.uk
http://www.eltekdataloggers.co.uk

